
Questo opuscolo presenta una panoramica dei fattori più 
importanti da considerare quando si scelgono i dispositivi  
di protezione respiratoria filtranti. Queste informazioni facilitano  
la selezione delle maschere e dei filtri e della protezione più 
idonea contro le sostanze nocive presenti nell'aria. 

1. Che cosa devo tenere in considerazione nella scelta di un 
respiratore?
Per prima cosa occorre conoscere i pericoli presenti nel proprio 
ambiente, ed anche i requisiti lavorativi e le condizioni esterne.  
Inoltre è necessario prendere in considerazione il grado di  
protezione richiesto dal respiratore e il tipo e il grado  
di protezione del relativo filtro.

2.  Verificare le seguenti istruzioni prima di utilizzare le protezioni 
respiratorie filtranti:

–  La quantità di ossigeno nell'aria ambiente è sufficiente?  
(vedere i requisiti legislativi a livello locale. Ad esempio,  
in Germania si richiede un valore minimo di 17 Vol.-%) 

–  Che tipo di sostanze contaminanti sono presenti nell'aria 
ambiente?

– Quali sono le concentrazioni di tali sostanze contaminanti?
–  Le sostanze contaminanti sono presenti sotto forma di gas,  

polveri o vapori? O una combinazione di questi?
–  Le sostanze contaminanti possiedono adeguate proprietà di 

avvertimento (ad es. odore o sapore?)
–  Quali sono i limiti di esposizione professionale (OEL) applicabili?
–  Oltre alla protezione respiratoria, sono previsti altri dispositivi di 

protezione individuale (ad esempio, protezione visiva e acustica)?

3. Quale respiratore dovrei scegliere?
È necessario rispondere a tutte le domande riportate sopra (Paragrafo 2) 
per determinare il necessario fattore di protezione. La Tabella 1 
fornisce una breve panoramica dei fattori di protezione nominale(FPN) 
previsti per i dispositivi di protezione respiratoria. Il FPN indica 
il valore massimo di perdita ammesso dalle norme europee per 
il relativo dispositivo. In pratica indica la massima protezione del 
dispositivo ricavata con un calcolo matematico. Per valutare il 
fattore di protezione minimo richiesto è necessario conoscere 
la concentrazione della sostanza pericolosa dalla quale occorre 
proteggersi e il limite di esposizione professionale (OEL) della 
sostanza. Un limite OEL (come il limite AGW) rappresenta la 
concentrazione di una specifica sostanza aerodispersa, ricavata 
facendo una media dei rilevamenti per un periodo di riferimento, che 
non rappresenta un pericolo per la salute delle persone in caso di 
esposizione a tale concentrazione su base quotidiana.

Tabella 1:  Elenco dei dispositivi di protezione respiratoria

Dispositivo Marcatura Fattore
  di protezione 
  nominale1)

Dispositivi filtranti  
antipolvere  
Facciale filtrante FFP1  4 
 FFP2  12 
 FFP3  50 
Quarto di maschera /  P1  4 
semimaschera con filtro   P2  12 
 P3  48 
Maschera a pieno facciale  P1  5 
con filtro  P2  16 
 P3  1.000 
PAPR  TH1P  10 
con elmetto o cappuccio TH2P  50 
 TH3P  500 
PAPR con quarto di  TM1P  20 
maschera / semimaschera o TM2P  200 
maschera a pieno facciale TM3P  2.000 
(acceso) 
 
Dispositivi filtranti antigas 
Quarto di maschera / semimaschera con filtro 50 
Maschera a pieno facciale con filtro 2.000 

1)  Valori indicati dalle norme EN 529:2005 e BGR 190. Attenersi a eventuali disposizioni 
supplementari nazionali e locali. Considerare che l’efficienza indicata dal fattore di  
protezione nominale può essere ottenuta solo quando la protezione respiratoria viene  
indossata correttamente ed è stata conservata e mantenuta correttamente. Assicurarsi  
che le dimensioni del dispositivo selezionato si adattino alla forma del viso. Inoltre,  
il respiratore deve essere indossato solo con il viso rasato poiché la barba riduce 
significativamente la tenuta della maschera e causa perdite.

Esempio:  Come determinare il corretto fattore di protezione del respiratore
Sostanza contaminante:              Polvere di piombo  

(richiede la protezione antipolvere)
Concentrazione sul posto di lavoro:   3 mg/m3

OEL (limite di esposizione professionale):  0,1 mg/m3

Fattore di protezione minimo = 
  concentrazione della sostanza pericolosa = 3 = 30
                                                 OEL                             0,1

La Tabella 1 indica che per il fattore di protezione minimo di 30 
richiesto per la polvere di piombo, è necessario utilizzare un filtro P3 
o insieme a una semimaschera, maschera a pieno facciale o PAPR. 
In caso di presenza di contaminanti sia sotto forma di particelle che di 
gas, il fattore di protezione nominale deve essere stabilito per ciascun 
rischio separatamente. Per la selezione dei dispositivi filtranti, sarà 
applicabile il fattore di protezione più elevato. La concentrazione dei 
gas si misura in ppm (parti per milione = volume della sostanza in 1 m3 
di aria) o mg/m3 (= peso della sostanza in 1 m3 di aria) mentre la 
concentrazione di particelle (di polvere) si misura solo in mg/m3.  
Anche se i valori in mg/m3 esprimono il peso e i valori ppm il 
volume, non vi è alcuna correlazione diretta tra mg/m3 e ppm. Le 
concentrazioni più elevate sono spesso indicate in % in volume, 
10.000 ppm = 1 Vol.-%.

4.  Qual è la massima concentrazione di contaminante per la quale 
posso usare i dispositivi di protezione delle vie respiratorie?

È possibile determinare la massima concentrazione ammissibile 
moltiplicando il fattore di protezione nominale (riportato in Tabella 1) 
per il limite di esposizione professionale (OEL).
Massima concentrazione ammissibile = fattore di protezione nominale × OEL

Esempio:  determinazione della concentrazione massima ammissibile2)

Sostanza contaminante: Biossido di cloro
OEL:   0,1 ppm (limite di esposizione professionale)
Respiratore:    Maschera a pieno facciale con filtro combinato B P2

Fattore di protezione nominale x OEL =  Massima concentrazione ammissibile

Fattore di protezione nominale della maschera a pieno facciale con filtro antigas: 2.000  
  2.000 × 0,1 = 200 ppm di biossido di cloro

Fattore di protezione nominale della maschera a pieno facciale con filtro antipolvere P2: 16  
  16 × 0,1 = 1,6 ppm di biossido di cloro

Quando si utilizza un filtro combinato, come nell’esempio precedente, devono essere 
calcolate entrambe le massime concentrazioni ammissibili, vale a dire il valore per il 
filtro antigas e quello per il filtro antipolvere. Il più basso dei due valori dovrà essere 
considerato la massima concentrazione ammissibile per il relativo filtro combinato. 
Nell'esempio di cui sopra, pertanto, la massima concentrazione ammissibile per il 
biossido di cloro quando si utilizza una maschera a pieno facciale con filtro combinato 
B e P2 è di 1,6 ppm di biossido di cloro
2)  Valori indicati e calcolo secondo le norme EN 529:2005 e BGR 190. Attenersi a eventuali 

disposizioni supplementari nazionali e locali. I valori di OEL sono basati su AGW secondo la 
normativa tedesca e quindi sul valore medio ponderato su un periodo di riferimento e non su limiti 
di esposizione a breve termine.

5. Come si seleziona il filtro corretto?
Le sostanze contaminanti possono assumere forme diverse – 
generalmente: aerosol (solidi/polveri) e gas (gas, vapori). È possibile 
scegliere un tipo di filtro in grado di proteggere da una sola o da una 
combinazione delle due forme.

Solidi / particelle:  polveri, fibre, fumi, microrganismi (ad es. 
virus, batteri, funghi, spore) e nebbie

Sostanze gassose: gas e vapori
La seguente tabella mostra la classificazione dei filtri secondo la norma 
EN 14387 con la codifica a colori che facilita la selezione del tipo di 
filtro idoneo per le sostanze contaminanti con le quali si ha a che fare.

Tabella 2: Codifica a colori dei filtri

Codifica Tipo Contaminanti presenti
a colori di filtro 

 AX3)  Gas e vapori di composti organici
  con punto di ebollizione ≤ 65°C

 A  Gas e vapori di composti organici
  con punto di ebollizione > 65°C

 B  Gas e vapori inorganici, ad esempio cloro, idrogeno 
  solforato, acido cianidrico

 E  Anidride solforosa, acido cloridrico
 K  Ammoniaca e derivati organici dell’ammoniaca 
 CO4)  Monossido di carbonio
 Hg5)  Vapori di mercurio
 NO6)  Gas nitrosi incluso il monossido di azoto
 Reactor7)  Iodio radioattivo,incluso isometiliodato radioattivo
 P  Particelle

 

3)  I filtri AX possono essere utilizzati solo come forniti dalla fabbrica. Il riutilizzo e l’utilizzo contro 
composti gassosi è assolutamente inammissibile.

4)  Filtri CO solo monouso. Devono essere smaltiti correttamente dopo l'uso. Seguire le speciali 
linee guida secondo le normative vigenti.

5)  I filtri Hg possono essere utilizzati solo per un massimo di 50 ore secondo EN 14387.
6) Filtri NO solo monouso. Devono essere smaltiti correttamente dopo l'uso.
7) Filtri Reactor: seguire le speciali linee guida secondo le normative vigenti.

Differenziazione dei tipi di filtro
I filtri sono suddivisi in classi a seconda della loro capacità  
(filtri antigas) o efficienza (filtri antipolvere), vedi Tabella 3. I filtri 
antigas di classe 2 possono essere utilizzati a concentrazioni più 
elevate o per un periodo di tempo più lungo rispetto ai filtri di classe 1. 
La classe di un filtro antipolvere indica l’efficienza del filtro nel filtrare 
le particelle (classe 1: 80 %, classe 2: 94 %, classe 3: 99,95 %).

Tabella 3: Differenziazione dei tipi di filtro

Tipo di filtro Classe Protezione  Massima concentrazione ammissibile
 di filtro  di sostanza tossica

Filtro antigas  Gas e 50 volte il limite OEL con 
semimaschera   vapori 2000 volte il limite OEL con maschera
    a pieno facciale, ma massima:
 1  Piccola  0,1 in vol. % (1.000 ppm)8)

 2  Media 0,5 in vol. % (5.000 ppm)8)

 3  Grande 1,0 in vol. % (10.000 ppm)8)

Filtro antipolvere  Efficienza  
  antipolvere (capacità di separazione):
 1  Piccola 4 volte il limite OEL con semimaschera /
    5 volte il limite OEL con maschera a  

 pieno facciale9)

 2  Media  12 volte il limite OEL con semimaschera /  
   16 volte il limite OEL con maschera a  
   pieno facciale9)

 3  Grande  48 volte il limite OEL con semimaschera / 
   1.000 volte il limite OEL con maschera  
   a pieno facciale9)

Filtro combinato  Gas, vapori
  e particelle
 1-P2  Appropriata Appropriati
 2-P2  combinazione livelli combinati
 1-P3  di filtri antigas 
 2-P3  e filtri antipolvere
8)  Valori indicati dalla norma europea EN 14387
9)  Valori indicati dalla norma europea EN 529:2005

Attenersi a eventuali disposizioni supplementari nazionali e locali.

Esempi di tipi di filtro:
A2B2 P3

 Il filtro con il sopra citato codice colore è adatto per i seguenti 
contaminanti:
A    gas e vapori di composti organici con punto di ebollizione superiore 

a 65 °C fino a concentrazioni coperte dalla classe di filtro 2 e
B   gas inorganici e vapori, p. es. cloro, idrogeno solforato, acido 

cianidrico, fino a concentrazioni coperte dalla classe di filtro 2
P   e particelle fino a concentrazioni coperte dalla classe di filtro 3.

6.  Quando si utilizzano protezioni respiratorie filtranti tenere a 
mente quanto segue: 

Non usare mai alcun tipo di dispositivo di protezione respiratoria 
filtrante...
–  in atmosfere con carenza di ossigeno (fare riferimento alle normative 

locali per ulteriori indicazioni, ad es. in Germania il limite è di  
17 vol. % di O2)

–   in ambienti scarsamente ventilati o spazi confinati (ad esempio 
serbatoi, piccole stanze, cunicoli o container)

–   in ambienti in cui le concentrazioni delle sostanze tossiche non  
siano note

–   quando la concentrazione di una sostanza contaminante è superiore 
alla concentrazione massima ammissibile e/o alla capacità della 
classe del filtro

–  quando il contaminante ha scarsa o nessuna proprietà di avvertimento 
(odore, sapore o irritazione), come anilina, benzene, monossido  
di carbonio e ozono

Lasciare immediatamente l’ambiente se...
–  la resistenza respiratoria aumenta notevolmente
–  si avverte una sensazione di vertigine
–   il contaminante irrita la pelle o se ne sente l’odore o il sapore
– il respiratore è danneggiato

Assicurarsi che...
– il respiratore selezionato sia indossato correttamente
–  che nel caso di presenza sia di gas che di particelle, venga utilizzato 

un filtro combinato per filtrare sia gas che particelle
7. Quanto tempo dura un filtro?
La vita utile di un filtro respiratorio dipende dalle sue dimensioni e sulle 
condizioni di utilizzo.
Fattori che influiscono sulla vita utile:
– concentrazione dei contaminanti
– combinazione di contaminanti
–  umidità atmosferica
–  temperatura
– durata d’impiego
– frequenza respiratoria dell'utilizzatore
Poiché la vita utile è influenzata da molti fattori, non è possibile fare una 
stima. È importante osservare le:
– normative locali / aziendali
La fine della vita utile è generalmente riconoscibile da:
–  nei filtri antigas, da un percettibile sapore od odore del contaminante
–  nei filtri antipolvere, da una aumentata resistenza respiratoria
–  nei filtri combinati, da un percettibile sapore od odore e/o 

dall’aumento della resistenza respiratoria

Una selezione più completa di contaminanti è disponibile nel nostro 
database di sostanze pericolose Dräger VOICE 5.0. Dräger VOICE è 
un database compatto per la ricerca di 1.750 sostanze contaminanti e 
delle relative proprietà chimiche.

Le funzioni speciali di Dräger VOICE
Oltre alle caratteristiche e proprietà della sostanza contaminante, 
VOICE contiene anche utili raccomandazioni sui prodotti idonei a 
misurare tali contaminanti (da un semplice strumento di misurazione 
monogas a sistemi e tecnologie di misurazione multigas mobili o 
stazionarie ) e altre opzioni per proteggere efficacemente contro tali 
sostanze.

Naturalmente sono incluse anche importanti informazioni e note 
sulla gestione e l’uso dei prodotti raccomandati, come ad esempio 
istruzioni per l'uso, dettagliate informazioni sui prodotti e altri 
dispositivi e prodotti correlati. Nel caso in cui non fosse possibile 
trovare la sostanza ricercata o in caso di ricerche specifiche i nostri 
esperti sono a vostra disposizione via e-mail. 

Oltre 30.000 utenti in tutto il mondo utilizzano già il database di 
sostanze pericolose Dräger VOICE – alcuni di loro ogni giorno. Pro-
vate Dräger VOICE e utilizzate le informazioni per rendere il vostro 
posto di lavoro più sicuro!
www.draeger.com/voice

Ulteriore supporto è offerto da 
World of Light Respiratory Protection.

Per i tecnici e i responsabili aziendali della sicurezza, gli artigiani 
esperti o i rivenditori: la nostra piattaforma mette a vostra 
disposizione le informazioni di base sulla protezione respiratoria 
ad aria purificata e sui materiali pericolosi, vi mostra come 
utilizzare correttamente i respiratori, può aiutarvi a sviluppare un 
programma di protezione respiratoria per la vostra azienda e può 
rispondere a tutte le domande pertinenti in materia di respiratori 
ad aria purificata . 

Sono trattati i seguenti argomenti:
– Nozioni di base sulla protezione respiratoria
– Sostanze pericolose
– Consulenza sulle applicazioni
– Uso corretto
– Norme
– Aspetti legali

È possibile trovare World of Light Respiratory
Protection all’indirizzo internet www.draeger.com/WorldAPR

www.draeger.com
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Contaminants           OEL  Filter type Colour code
 ppm mg/m3  

Carbaryl  –  5 E  B (P2) 
Carbon disulfide 5  16 B (P3) 
Carbon monoxide 30  35  CO 
Carbon tetrachloride  0.5  3.2  A (P3) 
Carbon tetrachloride –  –  A (P3) 
in water
Caustic potash (> 5 %)  –  –  P2 
Caustic soda  –  –  P2 
p-Chloraniline  –  –  A P3 
Chlorbenzene  10  47   A (P2) 
2-Chloro-1- –  –  A (P3) 
bromoethane 
Chlordane  –  0.5 A (P3) 
Chlordecone  –  –  A (P3) 
Chlorine  0.5  1.5  B (P3) 
Chlorine dioxide  0.1  0.28  B (P2) 
Chloroacetic acid 1  4  A P3 
Chloroacetic acid 1  5  A (P2) 
ethyl esther 
Chloroethane  40  110  AX (P3) 
2-Chloroethanol  1  3.3 A (P3) 
N-Chloroformylmorpholin –  –  A (P3) 
Chlorienated biphenyls 0.1 1.1  A (P3) 
(chlorine content 42 %) 
Chlorienated biphenyls 0.05  0.7 A (P3) 
(chlorine content 54 %)
Chlorienated camphene carcinogen (cat. 2)  A P2 
(chlorine content 60 %) 
3-Chloro-2-methyl- –  –  A (P2) 
1-propene 
1-Chloronaphthaline  –  –  A (P2) 
1-Chloro-1-nitropropane – –  A NO P3 
Chloroform  0.5  2.5  AX (P3) 
Chloroform in water –  –  AX (P3) 
2-Chloroprene  carcinogen (cat. 2)  AX (P3) 
4-Chlor-o-toluidine  –  –  A P3 
5-Chlor-o-toluidine  –  –  A P3 
1-Chlorpentane  –  –  A (P2) 
1-Chlorpropane  –  –  AX (P2) 
2-Chlorpropene  –  –  AX (P2) 
Chlortrifluoride  –  –  B (P2) 
Chromium carbonyl  –  –  CO (P3) 
Chromium oxychloride  carcinogen (cat. 2)  B (P3) 
Chromic acid anhydrid carcinogen (cat. 2)  P3 
Citric acid –  –  P2 
Coal tar  –  –  A P3 
Cobalt  carcinogen (cat. 2) P3 
Cobalt acetate –  –  P2 
tetrahydrate
Coconut oil –  –  P2 
Copper  –  0.1  P2 
Copper chloride –  0.1  P2 
(solution)
Copper sulfate –  0.1  P2 
(solution)
Cotton dust  –  1.5 E P2 
Cristobalite carcinogen (cat. 1)  P2 
(respirable dust) 
Cumene  20  100  A (P2) 
Cyanoacrylatemethyl 2  9.2 B (P2) 
ester
Cyanogen bromide –  –  B P3 
Cyanogen chloride  –  –  B (P3)  
Cyanuric chloride –  –  B P2 
Cyanuric chloride –  –  B P2 
(suspension in water)
Cyclohexane  200  700  A (P2) 
Cyclohexanol  50  210 A P2 
Cyclohexanone  20  80 A (P2) 
Cyclohexene  –  –  A (P2) 
Cyclohexylamine  2  8.2  A (P2) 
1,3-Cyclopentadiene –  –  AX (P3) 
Cyclopentanone  –  –  A (P2) 
 
 
D
DDT  –  1   A (P3) 
Decaborane  0.05  0.25  B P2 
n-Decane  –  –  A (P2) 
n-Decanol  –  –  A (P2) 
Demeton  0.01  0.1  A B (P3) 
Demeton methyl  0.5  4.8  A B (P3) 
Diacetyl peroxide  –  –  B P3 
2,4-Diaminoanisole  –  –  A (P3) 
3,3‘-Diaminobenzidine –  –  A (P3) 
3,3‘-Diaminobenzidine- –  –  A (P3) 
tetrahydrochloride 
4,4‘-Diamino diphenyl carcinogen (cat. 2)  A (P3) 
methane 
1,2-Diaminoethane –  –  A (P2) 
2,4-Diaminotoluene  –  –  A P3 
Diatomaceous earth, –  0.3 A P2 
calcinated
Diatomaceous earth,  –  4 E P2 
uncalcinated
Diazinon  –  0.1 E A (P2) 
Diazomethane  –  –  B (P3) 
Dibenzoyl peroxide  –  5 E  B P2 
Dibenzylamine  –  –  A (P2) 
Dibenzylether  –  –  A (P2) 
Diborane –  – B (P2) 
1,2-Dibromo- –  –  A (P3) 
3-chlorpropane 
1,2-Dibroomethane carcinogen (cat. 2) A (P3) 
Dibutyl ether  –  –  A (P2) 
Dibutyl phthalate  –  –  A (P2) 
3,3‘-Dichlorbenzidine carcinogen (cat. 2) A (P3) 
1,2-Dichlorbenzene  10  61  A (P2) 
1,3-Dichlorbenzene  3  20  A (P2) 
1,4-Dichlorbenzene  20  120  A P2 
1,4-Dichloro-2-butene –  –  A (P3) 
2,2‘-Dichloro diethyl ether 10  58  A (P3) 
2,2‘-Dichloro diethyl sulfide –  –  B (P3) 
Dichloro diisopropyl ether –  –  A (P2) 
Dichloro dimethyl ether –  –  A (P3) 
1,1-Dichloroethane  100  410 AX (P3) 
1,2-Dichloroethane  –  –  A (P3) 
1,1-Dichloroethene  2  8  AX (P3)   
1,2-Dichloroethene (cis) 200  800  AX (P3) 
1,2-Dichloroethene (trans) 200  800 AX (P3) 
Dichlormethane  75  260 AX (P3) 
Dichlormethane in water –  –  AX (P3) 
1,2-Dichloro methoxyethane –  –  A (P3) 
1,1-Dichloro-1-nitroethane –  –  A NO P3 
2,4-Dichloro phenoxy –  1    A (P2) 
aceatic acid 
1,2-Dichloropropane carcinogen (cat. 3B)  A (P2) 
1,3-Dichloro-2-propanol –  –  A (P3)  
1,3-Dichloro propene –  –  A (P3) 
(cis- und trans) 
2,2-Dichloro propionic acid –  –   A (P2) 

A
Acetaldehyde 50 91 AX (P3) 
Acetamide  –  –  A P3 
Acetic Acid 10  25  B [E] (P2) 
Acetic anhydride 5  21  A (P2) 
Acetone  500  1,200 AX (P3) 
Acetoncyanohydrine –  –  A (P2) 
Acetonitrile  20  34 A (P3) 
Acetyl chloride  –  –  B P2 
Acrolein  0.1  0.25 AX (P3) 
Acrylamide  –  – A P3 
Acrylic acid 10  30  A (P2) 
Acrylnitrile  carcinogen (cat. 2) A (P3) 
Aldrin  –  0.25 E  A P3 
Allyl chloride  carcinogen (cat. 3B) AX (P3) 
1-Allyloxy-2,  –  –  A (P2) 
3-epoxypropane 
Allylpropyldisulfide  2  12 B (P2) 
Aluminium   –  3  P2 
(respirable dust)
Aluminium hydroxide –  3 P2 
Aluminium oxide  –  3 P2 
(respirable dust) 
Aluminium oxide (fume) –  3 P2 
o-Aminoazotoluol  –  –  A (P3) 
1-Aminobutane  2  6.1  A (P2) 
2-Aminobutane  2  6.1 AX (P2) 
4-Aminodiphenyl  –  –  A (P3) 
3-Amino-9-ethylcarbazol –  –  A (P3) 
2-Amino-  –  – AX (P3) 
2-methylpropane 
1-Aminopropane  –  –  K(P2) 
2-Aminopropane  5  12  K (P2) 
2-Aminopyridine  –  – A P3 
Amitrole –  0.2 E  A (P2) 
Ammonia  20  14 K (P3) 
Ammonia in water –  –  K (P2) 
Ammonia-solution 25 % 20  14  K (P2) 
Ammonium nitrate  –  –  NO P3 
Aniline 2  7.7  A (P3) 
Anthracene  –  –  A P3 
9,10-Anthraquinone –  –  A (P2) 
Antimony  –  – P2 
Antimony penta chlorid    B P2 
Antimony trioxide  carcinogen (cat. 2) P3 
Antimony hydrogen  –  0.3  B (P3) 
ANTU  –  0.3 E  B P3 
Arsenic acid  carcinogen  (cat. 1) P3 
Arsenic pentoxide  carcinogen  (cat. 1) P3 
Arsenic acid  carcinogen  (cat. 1)  P3 
Arsenic trioxide carcinogen  (cat. 1) P3 
Arsenic hydrogen  0.005  0.016  B (P3) 
Asbestos carcinogen  (cat. 1)  P3 
Auramine  –  –  A P3 
Aziridine  carcinogen  (cat. 2) K (P3) 
Azo colorant  –  –  A (P3) 
 
 
B
Barium chloride  –  0.5 E  P2 
Beechwood dust  –  5 P3 
Benzaldehyde  –  –  A (P2) 
Benzidine and its salts –  –  A (P3) 
Benzene 1  3.2  A (P3) 
Benzene in water –  –  A (P3) 
Benzine in water –  –  A (P2) 
Benzo[a]pyrene  carcinogen  (cat. 2) A (P3) 
p-Benzochinone  carcinogen  (cat. 3B) A P3 
Benzo[e]pyrene  –  –  A (P3) 
Benzylamine  –  –  A (P2)   
Beryllium  carcinogen  (cat. 1) P3 
Biphenyl  carcinogen  (cat. 3B) A P2 
Bis(tributylzinn)oxide  0.002  0.05 B P3 
Bitumen  –  –  A P3 
Borax  –  –  P2 
Boroxide  –  –  P2 
Boric acid  –  0.5  B P2 
Boron trifluoride  0.35  1  B (P3) 
2-Brombutane –  –  A (P2) 
Bromine  –  0.7  B (P2) 
Bromobenzene  –  –  A (P2) 
Bromochloromethane  carcinogen (cat. 3B)  A (P2) 
2-Bromo-2-chloro-1, 5  41  AX (P3) 
1,1-trifluorethane 
Bromoform  –  –  A (P3) 
2-Bromopentane  –  –  A (P2) 
Brown coal tars –  –  A P3 
1,3-Butadiene  carcinogen (cat. 1)  AX (P3) 
n-Butane  1,000  2,400  AX (P3) 
n-Butanal  –  –  A (P2) 
1-Butanol  100  310 A (P2) 
2-Butanol  – –  A (P2) 
2-Butanone peroxide  –  –  B (P2) 
1,4-Butane sultone  –  –  A (P3) 
2,4-Butane sultone  –  –  A (P3) 
2-Butenal (trans)  –  –  A (P3) 
1-n-Butoxy-2,  –  –  A (P3) 
3-epoxypropane
1-tert-Butoxy-2,  –  –  A (P3) 
3-epoxypropane 
2-Butoxyethanol  20  98  A (P2) 
2-Butoxyethylacetone 20  130  A (P2) 
1-Butyl acetate 200  950  A (P2) 
2-Butyl acetate  200  950  A (P2) 
tert-Butyl acetate  200  950  A (P2) 
n-Butyl acrylate  2  11  A (P2) 
Butyl formiate  –  –  A (P2) 
tert-Butyl hydroperoxide –  –  B (P2) 
1-Butyl mercaptan  0.5  1.9 B (P2) 
n-Butyl methacrylate  –  –  A (P2) 
tert-Butyl peracetate –  –  B (P2) 
p-tert-Butyl phenol  0.08  0.5  A P2 
Butyl stearate  –  –  A (P2) 
p-tert-Butyltoluol  –  –  A (P3) 
 
  
C
Cadmium  –  –  P3 
Cadmium chloride  –  –  P3 
Cadmium oxide  –  –  P3 
Cadmium sulfate  –  –  P3 
Calcium arsenate  –  –  P3 
Calcium bisulfide –  –  E P2 
solution
Calcium chromate  –  –  P3 
Calcium cyanamide  –  1 E P2 
Calcium hydroxide  –  –  P2 
Calcium oxide  –  –  P2 
Camphor  2  13  A P2 
E-Caprolactam  –  5 E  A P2 
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1,2-Dichloro-1, 1,000  7,100  AX (P3) 
1,2,2-tetrafluoroethano 
2,4-Dichlortoluene  5 30  A (P2) 
Dichlorvos  0.11  1  A (P3) 
Dicyclohexylmethane- –  –  AB P3 
4,4‘-diisocyanate
Dicyclohexyl peroxide –  –  B P3 
Dicyclopentadiene  0.5  2.7  A P2 
Dieldrin  –  0.25 E   A (P3) 
Diesel in water  –  –  A (P2) 
Dieselfuel –  –  A (P2) 
Diethanolamine  –  –  A P2 
Diethylamine  5  15  AX (P3) 
2-Diethylaminoethanol 5  24  A (P2) 
Diethylcarbamid –  –  B (P3) 
acid chloride
Diethyl carbonate  –  –  A (P2) 
Diethyleneglycole  10  44  A (P2) 
Diethylentriamine  –  –  A (P2) 
Diethylether  400  1,200  AX (P3) 
N,N-Diethyl hydroxylamine –  –  A (P2) 
Diethyl oxalate –  –  A (P2) 
Diethyl phtalate  –  –  A (P2) 
Diethyl sebacate  –  –  A (P2) 
Diethyl sulfate  carcinogen (cat. 2)  A (P3) 
Diethyl sulfide  –  –  B (P2) 
Difluorobromomethane –  –  AX (P3) 
Difluorodibromomethane –  –  AX (P3) 
Diglycidyl ether  carcinogen (cat. 3B)  A (P3) 
1,2-Dihydroxybenzene –  –  A P2 
1,3-Dihydroxybenzene  4  20 E  A P2 
1,4-Dihydroxybenzene  carcinogen (cat. 2)  A P2 
Diisobutylketone  –  – A (P2) 
Diisopropylamine  –  –  A B (P2) 
Diisopropylether  200  850  A (P2) 
Dilauroyl peroxide  –  –  B (P2) 
3,3‘-Dimethoxy-benzidine –  –  A (P3) 
1,1-Dimethoxyethane –  –  AX (P3) 
1,2-Dimethoxyethane – –  A (P2) 
Dimethoxymethan  1,000  3,200  AX (P3) 
N,N-Dimethyl acetamide 10  36   A (P2) 
Dimethylamine  2  3.7  K (P2) 
1-(Dimethylamino) –  –  A (P2) 
-2-propanol 
N,N-Dimethylaniline  5  25  A (P3) 
3,3‘-Dimethyl-benzidine –  –  A (P3) 
_,_-Dimethylbenzyl- –  –  B P2 
hydroperoxide 
2,2-Dimethylbutane 200  720  AX (P3) 
2,3-Dimethylbutane 200  720  AX (P3) 
1,3-Dimethylbutyl acetate –  – A (P2) 
Dimethyl carbamics –  –  B (P3) 
acid chloride
N,N-Dimethylcyclo- –  –  A (P2) 
hexylamine 
3,3‘-Dimethyl-4,4‘ –  –  A (P3) 
-diaminodiphenylmethane 
Dimethyl disulfide  –  –  B (P3) 
N,N-Dimethyl- –  –  A (P2) 
ethanolamine 
Dimethyl ether  1,000  1,900  AX (P3) 
N,N-Dimethylethylamine 2  6.1  K (P2) 
N,N-Dimethylformamide 10  30   A (P2) 
1,1-Dimethylhydrazine –  –  K (P3) 
1,2-Dimethylhydrazine –  –  K (P3) 
Dimethyl- –  –  A (P2) 
hydrogenphosphite 
Dimethyliso-propylamine 1  3.6  B (P2) 
2,2-Dimethyl propane 1,000  3,000  AX (P2) 
Dimethylsulfate  carcinogen (cat. 2)  A (P3) 
Dimethylsulfide  –  –  B (P3) 
1,2-Dinitrobenzene  –  –  A NO P3 
1,3-Dinitrobenzene  –  –  A NO P3 
1,4-Dinitrobenzene  –  –  A NO P3 
1,5-Dinitronaphthalene –  –  A NO P3 
2,6-Dinitronaphthalene –  –  A NO P3 
4,6-Dinitro-o-kresole –  –  A NO P3 
2,3-Dinitrotoluene  –  –  A NO P3 
2,4-Dinitrotoluene  –  –  A NO P3 
2,5-Dinitrotoluene  –  –  A NO P3 
2,6-Dinitrotoluene  carcinogen (cat. 2)  A NO P3 
3,4-Dinitrotoluene  carcinogen (cat. 2)  A NO P3 
3,5-Dinitrotoluene  –  –  A NO P3 
1,4-Dioxane  20  73  A (P3) 
1,3-Dioxolan  100  310  A (P2) 
Dipentene  20  110  A (P2) 
Diphenyl ether  1  7.1  A P2 
Diphenyl ether/ –  – A P2 
biphenylcompound
Diphenylmethan-4,  –  0.05  AB P3 
4‘-diisocyanate 
Diphenylmethan-4,  –  – AB P3 
4‘-diisocyanate, 
liquid (50 °C)
Diphosphorus- –  1  P2 
pentasulfide 
Dipropylamine –  –  A B (P2) 
Dipropylene- –  – A (P2) 
glycolmethyl ether 
Dipropyl ether  –  –  A (P2) 
Disulfur dichloride –  –  B (P2) 
Di-sec-octyl phthalate  –  10  A (P2) 
Disulfiram  –  2 E B (P2) 
Di-tert-butylperoxide  –  –  B (P2) 
1,2-Divinylbenzene  –  –  A (P2) 
1,3-Divinylbenzene  –  –  A (P2) 
Dodecylbenzenel  –  –  A (P2) 
 
 
E
Endrin  –  0.1 E  A (P3) 
Enflurane  20  150  AX (P3) 
EPN  –  0.5  A (P3) 
1,2-Epoxybutane  –  –  AX (P3) 
1,2-Epoxypropane  carcinogen (cat. 2)  AX (P3) 
Ethanol  500  960  A (P2) 
Ethanolamine  1  2,5  A (P2) 
2-Ethoxyethanol  5  19  A (P2) 
Ethyl acetate  400  1,500 A (P2) 
Ethyl acrylate  5  21  A (P2) 
Ethylamine  5  9.4  K (P2) 
Ethylbenzene  100  440  A (P2) 
Ethyl carbamate  –  –  A P3 
Ethylene glycol  10  26  A (P2) 
Ethylene glykol- 5  22  A (P2) 
monoisopropyl ether 
Ethylene oxide  carcinogen (cat. 2) AX (P3) 
Ethyl formate  100  310 AX (P3) 
2-Ethyl-1-hexanol  20  110  A (P2) 
2-Ethylhexylamine  –  –  A (P2) 

Ethyl mercaptan  0.5  1.3  AX (P3) 
Ethyl propionate  –  –  A (P2) 
 
 
F
Fenthion  –  0.2 E  A P3 
Ferbam  –  –  A (P2) 
Ferrovanadium (dust) –  –   P2 
Fibers (inorg.)  –  –  P2 
Fluoride  1  1.6  B (P3) 
Fluorobenzene  – –  A (P2) 
Formaldehyde  0.3  0.37  B (P3) 
Formamide  –  –  A (P2) 
Formic acid  5  9.5  B [E] (P2) 
Furan  –  –  AX (P2) 
Furfurol  carcinogen (cat. 3B) A (P3) 
Furfurylalcohol  10  41  A (P2) 
 
 
G
Premium gasoline  –  –  A (P2) 
Regular gasoline, lead free –  –  A (P2) 
Gelatine  –  –  P2 
Glutaraldehyde  0.05  0.21  A (P2) 
Glycerine  –  50  A (P2) 
Glycidol  carcinogen (Kat. 2) A (P3) 
Glyoxal  –  –  AX (P2) 
Graphite –  3  P2 
Graphite, dust compounds –  –  P2 
(> 1 % quarz) 
 
 
H
Hafnium  –  –  P2 
Heptachlor  –  0.5 E A P3 
n-Heptane  500  2,100  A (P2) 
2-Heptanone  –  238  A (P2) 
3-Heptanone  10  47  A (P2) 
4-Heptanone  –  –  A (P2) 
Hexachlorobenzene  –  –  A (P2) 
Hexachloroethane  1  9.8  A P2 
Hexamethylendiamin – – A P2 
1,6-Hexa-methylene 0.005  0.035  AB P3 
diisocyanate 
Hexamethylene-tetramin –  –  B K (P2) 
Hexamethyl-phosphoric –  –  A (P3) 
triamide 
n-Hexane  50  180 A (P2) 
n-Hexanol  50 210 A (P2) 
2-Hexanone  5  21  A (P3) 
1-Hexen  –  –  AX (P2) 
2-Hexen (cis- and –  –  A (P2) 
trans isomers) 
Hexylamin  –  –  A (P2) 
Hexylenglycol  10  49  A (P2) 
Hydrazine  carcinogen (cat. 2)  K (P3) 
Hydrazoic acid 0.1  0.18   B (P2) 
Hydrochloric acid 32 %  2  3  B [E] P2 
Hydrochloric acid –  –  B [E] P2 
fuming 37 % 
Hydrogen bromide  2  6.7 B [E] (P2) 
Hydrogen chloride  2  3  B [E] P2 
Hydrogen cyanide  1.9  2.1  B (P3) 
Hydrogen cyanide – –  B (P3) 
in water
Hydrogen fluoride  1  0.83  B [E] (P3) 
Hydrogen peroxide 0.5  0.71  CO [NO] P3 
Hydrogen selenide  –  0.05 E B (P3) 
Hydrogen sulfide 5  7.1 B (P3) 
Hydroxylamine  –  –  B [K] (P2) 
4-Hydroxy-4-methyl 20  96   A (P2) 
pentan-2-on 
 
 
I
Iod  –  –  B P2 
Iodmethane  –  –  AX (P3) 
Iron chloride  –  –  B (P2) 
Iron oxide  –  3 P2 
Iron pentacarbonyl 0.1  0.81  CO (P3) 
Iron sulfate –  –  P2 
Isobutyl acetate  100  480  A (P2) 
Isobutylamine  2  6.1  A (P2) 
Isobutylformate  –  –  A (P2) 
Isobutyraldehyde  –  –  AX (P3) 
Isoflurane  –  –  AX (P3) 
Isooctane  500  2,400  A (P2) 
Isophoron di-isocyanate 0.005  0.046  AB P3 
Isopropyl acetate  100  420  A (P2) 
Isopropyl chloride  –  –  AX (P2) 
Isopropyl nitrate  –  –  A NO P2 
Isopropyl oil –  –  A (P3) 
 
 
J
Jet fuel F34  –  –  A (P2) 
 
 
K
Kerosene –  –  A (P2) 
Kerosene in water  –  –  A (P2) 
 
 
L
Lactic acid  –  –  P2 
Lead –  0.15  P2 
Lead (II) acetate-Trihydrat – –  P2 
Lead arsenate –  –  P3 
Lead chromate – –  P3 
Lead nitrate  –  0.15  NO P3 
Linseed oil –  –  P2 
Lindane  –  0.1  A P3 
Lithium hydride  –  0.025 E  P3 
 
 
M
Magnesiumchloride –  –  P2 
(solution) 
Magnesiumhydroxide –  –  P2 
(solution) 
Magnesiumoxide  –  3   P2 
Magnesiumsulfate  –  –  P2 
Malathion  –  15 E   A (P2) 
Maleic acid –  –  A P2 
Maleic acid anhydride 0.1  0.41   A P2 
Manganese  –  0.5 E  P2 
Mercapto-acetic acid –  –  B (P3) 
2-Mercaptoethanol –  –  B (P3) 
Mercury –  0.1  Hg P3 
Mercury chloride (solution) –  0.1 E  P3 

Methacrylonitrile  –  –  A (P3) 
Methacrylic acid  5  18  A (P2) 
Methanol  200  270  AX (P3) 
Methoxychlor  –  15 E  A (P2) 
2-Methoxyethanol  5  16  A (P2) 
2-Methoxyethyl acetate 5  25  A (P2) 
1-Methoxy-2-propanol 100  370  A (P2) 
2-Methoxy-1-propanol 5  19  A (P2) 
1-Methoxy-2-propylacetate 50  270  A (P2) 
2-Methoxy-1-propylacetate 5  28  A (P2) 
Methyl acetate  200  610  AX (P3) 
Methyl acrylate  5  18 A (P2) 
Methylamine  10  13 K (P2) 
N-Methylaniline  0.5  2.2  A (P3) 
Methyl bromide  –  –  AX (P3) 
2-Methylbutane  1,000  3,000  AX (P3) 
Methylcyclohexane  200  810  A (P2) 
Methylcyclohexanol  6  28 A (P2) 
4,4‘-Methylene-bis –  0.02  A (P3) 
(2-chloranilin) 
4,4‘-Methylene-bis –  0.1 E  A (P3) 
(N,N-dimethylanilin) 
Methyl ethyl ketone  200  600  A (P2) 
Methylformate  50  120  AX (P3) 
N-Methyl hydrazine  –  –  B (P3) 
Methyl isobutyl ketone  20  83  A (P2) 
Methyl isocyanate  0.01  0.024  AB P3 
Methyl mercaptan  0.5  1  B (P2) 
Methyl methacrylate  50  210  A (P2) 
N-Methyl-2,4,6- carcinogen (cat. 3B)  A NO P3 
N-tetranitroanilin 
2-Methylpentan  200  720  AX (P2) 
3-Methylpentan  200  720  AX (P2) 
4-Methylpentan-2-ol 20  85  A (P2) 
4-Methylpent-3-en-2-on 5  20 A (P2) 
2-Methyl-1-propanol  100  310  A B (P2) 
2-Methyl-2-propanthiol  –  –  AX B (P2) 
Methylpropionate  –  –  A (P2) 
Methylpropylketone  –  –  A (P2) 
N-Methyl-2-pyrrolidone 20  82  A (P2) 
(vapor) 
Methyl mercury  carcinogen (cat. 3B)  Hg (P3) 
Methylstyrene 100  490  A (P2) 
Methyl-tert.-butylether 50  180  AX (P3) 
Mevinphos  0.01  0.093  A P3 
Michler’s Ketone  –  –  A (P3) 
Mineral fiber  –  –  P3 
Monochlorodimethyl ether –  –  AX (P3) 
Morpholine  10  36 A (P2) 
Motor oils, used –  –  A P3 
 
 
N
Naled  –  1 E  A P2 
Naphta  –  –  A (P2) 
Naphthalene  carcinogen (cat. 2)  A P2 
1-Naphthylamine  0.17  1 E  A P3 
2-Naphthylamine  carcinogen (cat. 1)  A P3 
1,5-Naphthylene- –  0.05  AB P3 
diisocyanate
Nickel  carcinogen (cat. 1)  P3 
Nickel, sulfidic ores   carcinogen (cat. 1) P3 
Nickel carbonate carcinogen (cat. 1)  P3 
Nickel(II)-chloride  carcinogen (cat. 1) P2 
Nickel oxide  carcinogen (cat. 1)  P3 
Nickel compounds in the carcinogen (cat. 1)  P3 
form of respirable droplets   
Nickel sulfide  carcinogen (cat. 1) P3 
Nickel tetracarbonyl –  –  CO P3 
Nicotine  –  0.5  A (P3) 
Nitric acid, fuming 1  2.6  B NO P3 
Nitric acid 10-25  1  2.6  E [B] P2 
Nitric acid 25-70  1  2.6  [B] NO P3 
5-Nitroacenaphthene  –  –  A NO P3 
2-Nitro-4-aminophenol –  –  A NO P3 
4-Nitroaniline  carcinogen (cat. 3A)  A NO P3 
Nitrobenzene –  1  A NO P3 
4-Nitrobiphenyl  –  –  A NO P3 
Nitroethane  100  310  A NO P3 
Nitrogen dioxide  carcinogen (cat. 3B)  NO P3 
Nitrogen monoxide  –  –  NO P3 
Nitroglycerine  carcinogen (cat. 3B)  A NO P3 
Nitroglycol  0.05  0.32  A NO P3 
Nitromethane  carcinogen (cat. 3B)  A NO P3 
1-Nitronaphthalene  –  –  A NO P3 
2-Nitronaphthalene  carcinogen (cat. 2)  A NO P3 
5-Nitro-o-toluidine  –  –  A NO P3 
2-Nitro-p-phenylendiamine –  –  A NO P3 
1-Nitropropane  25  92  A NO P3 
2-Nitropropane  carcinogen (cat. 2) A NO P3 
Nitropyrene –  –  A NO P3 
(Mono,Di,Tri,Tetra) 
Nitrogen gases  –  –  NO P3 
N-Nitrosodiethanolamin –  –  A NO P3 
N-Nitrosodiethylamine – –  A NO P3 
N-Nitrosodi-i-propylamine –  –  A NO P3 
N-Nitrosodimethylamine –  –  A NO P3 
N-Nitrosodi-n-butylamine –  –  A NO P3 
N-Nitrosodi-n-propylamine –  –  A NO P3 
N-Nitrosoethyl- –  –  A NO P3 
phenylamine 
N-Nitrosomethyl- –  –  A NO P3 
ethylamine 
N-Nitrosomethyl- – –  A NO P3 
phenylamine 
N-Nitrosomorpholine –  –  A NO P3 
N-Nitrosopiperidine  –  –  A NO P3 
N-Nitrosopyrrolidine  –  –  A NO P3 
2-Nitrotoluene  carcinogen (cat. 2)  A NO P3 
3-Nitrotoluene carcinogen (cat. 3B)  A NO P3 
4-Nitrotoluene  carcinogen (cat. 3B)  A NO P3 
n-Nonane  –  –  A (P2) 
 
 
O
Oakwood dust  –  5  P3 
n-Octane  500  2,400  A (P2) 
n-Octanol  20  106  A (P2) 
1-Octen  –  –  A (P2) 
Oil –  –  P2 
Osmium tetraoxide  – –  A P3 
Oxalic acid dinitrile  5  11   B (P3) 
4,4‘-Oxydianilene  –  –  A (P3) 
Ozone  carcinogen (cat. 3B)  NO P3 
 
 
P
Palmitic acid –  –  P2 
Paraldehyd  –  –  A (P2) 
Paraquat dichloride  –  0.1 E   A (P3) 

Parathion (-ethyl)  –  0.1 E  A (P3) 
Pentaborene  0.005  0.013  B P3 
Pentachloroethane  5  42 A (P3) 
Pentachloronaphthaline –  –  A P2 
Pentachlorophenol  –  –  A P3 
n-Pentane  1,000  3,000  AX (P3) 
n-Pentanol  20  73  A (P2) 
n-Pentylacetate  50  270   A (P2) 
Perchloroethylene  carcinogen (cat. 3B) A (P3) 
Perchloroethylene in water –  –  A (P3) 
Peracetic acid –  –  B (P2) 
Permethrin  –  –  A (P2) 
Petrol –  –  A (P2) 
Phenol  2  7.8  A P3 
Phenolphthalein dissolved –  –  A (P2) 
in ethyl alcohol 
Phenyl acetate  –  –  A (P2) 
p-Phenylendiamine  –  0.1 E  A (P3) 
Phenylhydrazine  carcinogen (cat. 3B) A (P3) 
Phenyl isocyanate  0.01  0.05  AB P3 
N-Phenyl-2- –  –  A P3 
naphthylamine 
Phosgene  0.02  0.082  B (P3) 
Phosphorous 0.2  1.3  B (P2) 
oxychloride
Phosphorous –  1 E  B P2 
pentachloride
Phosphorous pentoxide –  2 E   P2 
Phosphorous acid  –  2  P2 
Phosphorous trichloride 0.5  2.8  B (P2) 
Hydrogen phosphide 0.1  0.14  B (P3) 
Phthalic anhydride –  –  A P2 
Polyviny lchloride  –  3  P2 
Potassium chloride  –  –  P2 
Potassium chromate  carcinogen (cat. 2)  P2 
Potassium cyanide –  –  B P3 
Potassium hydroxide  –  –  P2 
(anhydrous)
Potassium sulfate –  –  P2 
Propanal  –  –  AX (P2) 
2-Propanol  200  500   A (P2) 
n-Propanol  –  –  A (P2) 
1,3-Propane sultone  –  –  A P3 
2-Propanthiol  –  –  AX B (P2) 
Propargyl alcohol  2  4.7  A (P3) 
2-Propen-1-ol  2  4.8  A (P3) 
iso-Propenyl-benzene 50  250 A (P2) 
ε-Propiolactone  –  –  A (P3) 
Propionic acid 10  31   B (P2) 
Propoxur  –  2 E  B (P3) 
n-Propyl acetate  100  420  A (P2) 
1,2-Propylene- 0.05  0.34  A NO P3 
glycoldinitrate 
Propylene imine  –  –  AX (P3) 
n-Propyl formiate –  –  A (P2) 
Propyl mercaptan  –  –  B (P2) 
Pyrethrum  –  1 E   A (P2) 
Pyridine  carcinogen (cat. 3B) A (P2) 
 
 
Q
Quarz  carcinogen (cat. 1)  P2 
Fused quartz –  0.3 A A P2 
 
 
R
Rotenone (standard) –  –  A (P3) 
 
 
S
Salicylic acid –  –  A (P2) 
Sodium azide  –  0.2  P3 
Sodium benzoate –  –  P2 
Sodium chlorate  –  –  P2 
Sodium chloride  –  –  P2 
Sodium chromate  carcinogen (cat. 2)  P3 
Sodium cyanide –  3.8  B P3 
Sodium fluoroacetate  –  0.05 E  B (P3) 
Sodium hydrogen –  –  P2 
carbonate 
Sodium hydroxide –  –  P2 
(anhydrous) 
Sodium silicate solution –  –  P2 
Sodium sulfate  –  –  P2 
Sodium thiosulfate  –  –  P2 
Sulphur dichloride  –  –  B P2 
Sulphur dioxide 0.5  1.3  E (P3) 
Sulphur pentafluoride  –  –  B (P2) 
Sulphuric acid  –  0.1   [B] P2 
Sulphuric acid fuming –  –  B P2 
65 % SO2 
Sulphur trioxide   –  –  B P2 
Soap solution –  –  P2 
Selenium, amorphous  –  0.05 E  P3 
Silver –  0.1 E  P3 
Silver nitrate solution  –  0.01 E  P2 
Fused silica  –  0.3 A P2 
Silica fume  –  0.3  P2 
Silica acids, –  4 E P2 
colloidal amorphous 
Silicone carbide (fibre-free) –  3   P2 
Stearic acid –  –  A (P2) 
Strontiumchromate  –  –  P3 
Strychnine  –  –   A (P3) 
Styrene  20  86  A (P2) 
Sulfotep  0.0075  0.1  A (P3) 
Sulfuryl chloride  –  10  B P2 
 
 
T
Talc (free of  carcinogen (cat. 3B)  P2 
asbestos fibers) 
Tannic Acid  –  –  P2 
Tantalum  – 3   P2 
Tar fumes  –  –  A P3 
Tartaric acid –  –  P2 
Tellurium and compounds –  –   P3 
TEPP  0.005  0.06   A (P3) 
Tetra ethyl lead –  0.05 A (P3) 
Turpentine oil  carcinogen (cat. 3A) A (P2) 
1,1,2,2-Tetra-  –  –   A (P3) 
bromoethane
2,3,7,8-Tetrachloro- –  –  A (P3) 
dibenzo-p-dioxine 
1,1,1,2-Tetrachloro-2,  200  1,700  A P2 
2-difluoroethane
1,1,2,2-Tetrachloro-1, 200  1,700  A P2 
2-difluorethan 
1,1,2,2-Tetra- 1  7 A (P3) 
chloroethane 
Tetraethyl silicate  10  86 A (P2) 
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Table 4: Examples of contaminants, their OELs (here: AGWs, valid in Germany) and filter recommendations
This is only a small choice of contaminants as example. For more information and a wider choice of contaminants please try our Dräger VOICE database of hazardous substances on the internet (www.draeger.com/voice).
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Tetrahydrofuran  50  150  A (P2) 
Tetrahydrothiophene 50  180  B (P2) 
1,2,4,5-Tetra- –  –  A (P2) 
methylbenzene 
Tetramethyl  –  1  A P2 
succinnitrile
Tetranitromethane  carcinogen (cat. 2)  NO P3 
Tetraphosphorus  –  0.01  P3 
4,4‘-Thiodianiline  –  –  B (P3) 
Thiourea –  –  B (P3) 
Thionyl chloride  –  –  B (P2) 
Thiram  –  1 E   B (P2) 
Tin(IV) chloride –  2 E   B P2 
Titanium dioxide –  3   P2 
o-Toluidine  –  –  A (P3) 
p-Toluidine  –  –  A P3 
Toluene  50  190   A (P2) 
Toluoene in water  –  –  A (P2) 
2,4-Toluylen diisocyanate 0.005  0.035  AB P3  
2,6-Toluylen diisocyanate 0.005  0.035  AB P3 
Tributylphosphate  1  11  A (P2) 
Tributyltin benzoate 0.002  0.05  B P3 
Tributyltin chloride  0.002  0.05  B P3 
Tributyltin fluoride 0.002  0.05  B P3 
Tributyltin linoleate  0.002  0.05  B P2 
Tributyltin methacrylate 0.002  0.05  B P3 
Tributyltin naphthenate 0.002  0.05  B P2 
1,2,4-Trichlorobenzene 0.5  3.8  A (P2) 
2,3,4-Trichloro-1-butene –  –  A (P3) 
1,1,1-Trichloroethane 200  1,100 A (P2) 
1,1,2-Trichloroethane 10  55  A (P3) 
1,1,1-Trichloroethane –  –  A (P2) 
in water
Trichloroethylene  carcinogen (cat. 1) A (P3) 
Trichloroethylene in water –  –  A (P3) 
Trichloronaphthalene  –  – A P2 
Trichloronitromethane  0.1  0.68  A NO P3 
2,4,5-Trichloro –  10   B (P2) 
phenoxyacetic acid 
1,2,3-Trichloropropane  carcinogen (cat. 2)  A (P2) 
α,α,α-Trichlorotoluene  carcinogen (cat. 2)  B (P3) 
Tridymite carcinogen (cat. 1)  P2 
Triethanolamine  –  –  A (P2) 
Triethylamine  1  4.2 A (P2) 
Triethylentetramine  –  –  A (P2) 
Trimanganese tetroxide –  0.5   P2 
Trimellitic anhydride (fume) –  0.04  A (P3) 
Trimethylamine  2  4.9 B (P2) 
2,4,5-Trimethylaniline  –  –  A P3 
1,2,3-Trimethylbenzene 20  100  A (P2) 
1,2,4-Trimethylbenzene  20  100  A (P2) 
1,3,5-Trimethylbenzene 20  100  A (P2) 
3,5,5-Trimethyl-2-  2  11  A (P2) 
cyclohexen-1-one
2,4,4-Trimethyl- –  –  A (P2) 
1-pentene 
Trimethyl phosphate  –  –  A (P3) 
2,4,7-Trinitrofluorenone –  –  A NO P3 
2,4,6-Trinitrophenol  –  0.1 E A NO P3 
2,4,6-Trinitrotoluene  0.011  0.1  A NO P3 
Tri-p-cresyl phosphate  –  –  A (P2) 
 
 
U
n-Undecane  –  –  A (P2) 
 
 
V
Vanadium pentoxide  –  0.05  A P3 
Vinyl acetate  5 18   A (P2) 
Vinyl bromide  –  –  AX (P3) 
Vinyl chloride 3  7.77   AX (P3) 
4-Vinyl-1,2- –  –  A (P3) 
cyclohexendiepoxid 
 
 
W
Warfarin  –  0.5   A P3 
White spirit 500  960  A (P2) 
Wood oil –  –  P2 
Wood dust (except for –  –  P3 
beech and oak dust) 
 
 
X
Xylenol  –  –  A P3 
Xylidine  carcinogen (Kat. 3A)  A P3 
Xyloene  100  440  A (P2) 
Xylene in water –  –  A (P2) 
 
 
Y
Yttrium  –  –  P2 
 
 
Z
Zinc chromate  –  –  P3 
Zinc sulfate  –  –  P2 
Zinc oxide fume  –  1  P2 

OEL indication E: with reference to the inhalable fraction
OEL indication A: with reference to the alveolar fraction

Recommended filter type: 
e.g. A (P2): Gas filter is required (e.g. A); if the substance is also 
present in particulate matter or particles occur, a combined filter is 
required (e.g. A P2) e.g. B [E] P2: B P2 filter is required; alternatively, 
an E filter can be used instead of the B filter

No responsibility is taken for the correctness of this information.


